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TECHNICAL DATA SHEET

LED FLOOD LIGHTS

'},-—’" «r//\: '} ) w l-llll. lllg
- l".,s/’b h“\_'..r/-r’él ) = g '\'.’ < T
30W Fiting 50W Fiting  100W Fiting ~ 150W Fitting 200W Fitting

Available as 30W, 50W, T00W, 150W and 200W
Average life 20,000 hours

Colour temperature 6000K

Input voltage 110-260V

Tough die cast aluminium and polycarbonate housing
IP65 rated for outdoor use

PRODUCT CODE WATTAGE LUMENS DIMENSIONS (W x H x D)
FLOOD/LED/30W/Y/P 30w 3150 +/-10% 142 x162 x 36mm
FLOOD/LED/50W/Y/P 50w 5250 +/-10% 163 x190 x 31Tmm
FLOOD/LED/100W/Y/P 100W 10500 +/-10% 219x255x32mm
FLOOD/LED/150W/Y/P 150W 15750 +/-10% 239 x280x 34 mm
FLOOD/LED/200W/Y/P 200w 21000 +/-10% 277 x330x 34 mm

Energy class in accordance with schedule 8 of the
Ecodesign for Energy Related Products and Energy
Information (Lighting Products) Regulations 2021.

[

Prolite Lamps, Meadow Park, Bourne Road, Essendine, Stamford, Lincolnshire, PEQ 4LT
Tel. 01780 758590 Fax. 01780 765700 E-Mail. sales@prolite-lamps.co.uk Web. www.prolite-lamps.co.uk




